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Ensure Transmission Cable “Trunnion” is 
Properly Installed and Adjusted 
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Service Update #19-0429
Ford 6R140 Transmission Cable Issue

We have seen some issues where the “trunnion” on the end of the shift cable at the
transmission was not properly installed which may cause performance issues with
the transmission.
Figure #1 shows the proper installation of the trunnion on the cable at the shift lever
of the transmission. When improperly assembled, the locking nut (circled in red) is
installed before the trunnion.
If you find the locking nut installed on the wrong side of the trunnion, both the
trunnion and nut should be removed. Then the trunnion installed on the cable
followed by the nut.
Next the cable should be properly adjust as follows:

http://newyorkbussales.com/
http://www.nyhma.org/viewforum.php?f=2&start=0


©2015 New York Bus Sales. All rights reserved.

ALL of our Service Updates can be found on the New York Bus Sales website
Or at the New York Head Mechanic website 

2

With the transmission shifter fully in the Neutral position and with the
transmission shift arm fully in the Neutral position, the contact between the
trunnion pin on the end of the shift cable and the transmission shaft arm
should be relaxed. If the shift cable is pushing the transmission shifter arm
against either side of its travel, shift cable adjustment is necessary.

Figure #1
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1. Park bus on level surface, turn off engine, remove ignition key, and 
chock wheels. 

2. Place the shifter control lever in Neutral. Wiggle the shifter to be 
certain it is squarely in Neutral. 

3. Loosen trunnion pin locking nut. Remove the cotter pin from the 
trunnion at the shifter arm. 

4. Remove the trunnion pin. 
5. Rotate the shifter arm to the rearmost position, then forward two (2) 

detents. 
6. Turn the trunnion pin on the threads of the shifter cable to properly 

align with the shifter arm. 
7. Reattach the trunnion pin to the shifter arm using a new cotter pin. 

Tighten trunnion pin locking nut. 
8. Recheck for proper cable adjustment by operating the shift lever. 
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CONTACT OUR SERVICE OR PARTS DEPARTMENT

WITH ANY QUESTIONS

SERVICE

Chittenango: 800-962-5768

Daryl Wallace or Brian Lamaitis

Rochester: 800-463-3232

Eric Bosley

Albany: 866-867-1100

Ben Reiling

Lower Hudson Valley Region:
845-609-7070

Marc Matwijec

Warranty: 800-962-5768

Morgan Jenkins

Customer Service 
Representatives

Eastern Region: 
Gary Bigness 

845-500-3707

Central Region: 
Josh Coon 

315-263-0765

Western Region: 
Mike Panzica 

716-908-3186

PARTS

Director of Parts
Jim Hogan

jhogan@newyorkbussales.com

607-227-5794

Chittenango: 800-962-5768

Gari McQuade

gmcquade@newyorkbussales.com

Bill Cox

bcox@newyorkbussales.com

John Lewin

jlewin@newyorkbussales.com

Dave Grant

dgrant@newyorkbussales.com

Albany: 866-867-1100

Sean Conway

sconway@newyorkbussales.com

Rochester: 800-463-3232

Tim Gross

tgross@newyorkbussales.com

Steve Hibbard

shibbard@newyorkbussales.com
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