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2007 CAT Engines 

Complaint – We are getting a check engine light and we have found one of the codes below- 

101-

15  
Engine Crankcase Pressure : High - Least Severe (1)  

Troubleshooting, "Crankcase 

Pressure Is High"  

101-

0  

101-

16  

Engine Crankcase Pressure : High - Moderate Severity 

(2)  

Troubleshooting, "Crankcase 

Pressure Is High"  

101-

11  

101-

18  

Engine Crankcase Pressure : Low - Moderate Severity 

(2)    

102-

18  

Engine Intake Manifold #1 Pressure 

: Low - Moderate Severity (2)  

Troubleshooting, "Intake Manifold 

Air Pressure Is Low"  

Cause – If you have done the maintenance prescribed to the Engine Crankcase Breather 

from our Service Notice #11-04REVA and still found that you have these codes 

appearing for crankcase pressure there is a good chance that the “fumes fitting” 

has become plugged and requires cleaning-See SEBU8083-10 from CAT-attached 

Correction – The “fumes fitting” is basically a pipe which runs from the crankcase breather 

to the ARD – Pictured in Figure #1. Figure #2 shows the tube one removed from 

the engine. Follow the instructions from SEBU8083-10 and inspect the inside of 

the tube…..Figure #3 Shows a tube from a unit with 90,475 miles on it. 

PLEASE NOTE –   CAT Recommends removing and cleaning at 90,000 miles on over the road trucks 

but has told us that for SCHOOL BUS a more practical maintenance schedule 

should be 50,000 miles so that units do not get to the point as this one has. 

FROM YOUR FRIENDS AT 

NEW YORK BUS SALES! 
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FIGURE #1 

       

     FIGURE #2           FIGURE #3  
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ALL of our Tech Tips can be found on the New York Bus Sales website at 

  http://www.newyorkbussales.com/pages/bulletins.cfm 

Or at the New York Head Mechanic website at 

http://www.nyhma.org/viewforum.php?f=2&start=0 

Contact Our Service Department With Any Questions 

CHITTENANGO – phone 800-962-5768 or 

Daryl Wallace :  dwallace@newyorkbussales.com 

Brian Lamaitis :  blamaitis@newyorkbussales.com 

 

ROCHESTER – phone 800-463-3232 or 

Gary Chichester: gchichester@newyorkbussales.com 

 

ALBANY – phone 866-867-1100 or 

Ben Reiling: breiling@newyorkbussales.com 

Steve Searles: ssearles@newyorkbussales.com 

 

WARRANTY – 800-962-5768 ext 237 

Morgan Jenkins: mjenkins@newyorkbussales.com 
 

PLEASE ALSO NOTE OUR NEW CUSTOMER 

SUPPORT REPRESENTATIVES 
EAST  

Gary Bigness: gbigness@newyorkbussales.com 
Cell 845-500-3707 

CENTRAL 
JJ Richmond: jrichmond@newyorkbussales.com 

Cell 315-559-3999 

WEST 
Mike Panzica: mpanzica@newyorkbussales.com 

Cell 716-908-3186 

Parts Manager 

Gari McQuade  

gmcquade@newyorkbussales.com  

Chittenango Facility 

Bill Cox 

bcox@newyorkbussales.com 

Dave Grant 

dgrant@newyorkbussales.com 

Don Kipp 

dkipp@newyorkbussales.com 

Rochester Facility 
Jeremy Pilot 

jpilot@newyorkbussales.com 

Ravena Facility 
Dan Provencher 

dprovencher@newyorkbussales.com  
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